PAX SP30
Spec Sheet

Specifications
PROCESSOR 32-bit ARM 1
MEMORY 192MB (128MB Flash, 64MB RAM)

2.4" (320 x 240) LCD Capacitive

DISPLAYS
Touchscreen

(10) numeric/alphabet keys,

KEYBOARD (6) function keys

CARD READER TYPES Magstripe, EMV, NFC Contactless

Main Features
—\
SAM SLOT (3) SAMs = =
USB, Ethernet, Chip, Swipe, +
Serial Contactless
COMMUNICATIONS USB Ethernet Serial
—
nn m
USB: OTG, Mini USB, on terminal _
: , 32-bit ARM 11 128MB Flash,
Multifunction cable supports up to: 64MB RAM
PORTS (1) RS232 + (1) USB 2.0 + Ethernet or
(2) RS232 + Ethernet or
(1D RS232 only or (1) USB Type-A only @j @
2.4"LCD PCI PTS 4.x
Input: 100~240VAC, 50Hz/60Hz, 0.2A Touehsereen oRED
nput: ~ , z z, O.
POWER SUPPLY utput: SVDC, 1A
6.7 (LY x 3.2 (W) x 1.8 (H)in.
DIMENSIONS Weight: 12.3 oz Additional Information
User Manual & K]
PCI PTS 4.x SRED, EMV® L1 & L2, Visa Setup Guide
payWave, Mastercard PayPass, . Shop PAX SP30 2
CERTIFICATIONS American Express expresspay, Discover
D-PAS, Interac Flash, JCB J/Speedy
UnionPay qUICS
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